
weldwheels.com

Application Guide

FORD 4LUG
This fitment guide applies to vehicles with O.E. suspension, wheel wells, and brakes unless otherwise noted.

There more S71 sizes and applications available, please call the Sales and Tech Department for more information

Mustang FOX Base, GT, LX, Cobra Pace Car & Capri
1979-1993
Conical Lugs required, 4x4.25 (P) bolt circle, 1/2”-RH20 Studs

Wheel  
Style

Pad  
Height

Size Vehicle 
Location

Weld  
Offset

Back Space Black Center Part 
Number

All Polished Part 
Number

15”

S71 Low 15x4 Front 0 2.50 71LB-504P25C 71LP-504P25C

S71 Low 15x5 Front 13 2.50 71LB-505P35C 71LP-505P35C

S71 Low 15x6.33 Front -4 3.50 71LB-506P35C 71LP-506P35C

S71 Low 15x7.33 Front 9 4.50 71LB-507P45C 71LP-507P45C

S71 Low 15x8.33 Rear only 21 5.50 71LB-508P55C 71LP-508P55C

S71 Low 15x9.33 Rear only 34 6.50 71LB-509P55C 71LP-509P55C

S71 Low 15x10.33 Rear only 21 6.50 71LB-510P65C 71LP-510P65C
Requires exhaust modification and removal of quad shocks. Requires fender roll, exhaust mods, & removal of quad shocks.

Thunderbird, Fox Base, LX, Turbo Coupe, Cougar
1983-1988
Conical Lugs required, 4x4.25 (P) bolt circle, 1/2”-RH20 Studs

15”

S71 Low 15x4 Front 0 2.50 71LB-504P25C 71LP-504P25C

S71 Low 15x5 Front 13 2.50 71LB-505P35C 71LP-505P35C

S71 Low 15x6.33 Front -4 3.50 71LB-506P35C 71LP-506P35C

S71 Low 15x7.33 Front 9 4.50 71LB-507P45C 71LP-507P45C

S71 Low 15x8.33 Both 21 5.50 71LB-508P55C 71LP-508P55C

S71 Low 15x9.33 Rear only 34 6.50 71LB-509P65C 71LP-509P65C
Requires exhaust modification and removal of quad shocks

LTD LX, Fox
1984-1985
Conical Lugs required, 4x4.25 (P) bolt circle, 4x4.25 (P) bolt circle, 1/2”-RH20 Studs

15”

S71 Low 15x4 Front 0 2.50 71LB-504P25C 71LP-504P25C

S71 Low 15x5 Front 13 2.50 71LB-505P35C 71LP-505P35C

S71 Low 15x6.33 Front -4 3.50 71LB-506P35C 71LP-506P35C

S71 Low 15x7.33 Front 9 4.50 71LB-507P45C 71LP-507P45C

S71 Low 15x8.33 Both 21 5.50 71LB-508P55C 71LP-508P55C

S71 Low 15x9.33 Rear only 34 6.50 71LB-509P65C 71LP-509P65C
Requires exhaust modification and removal of quad shocks


